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Project Completion Abstract 
 

Hemmingsen 2000 Road System Deactivation 
Hemmingsen Creek Drainage 
 South Island Forest District 

 
Objectives of the overall project 

The Hemmingsen 2000 road system was constructed 
+40 years ago using bulldozer construction, as was 
common during that era. There had been road prism 
failures in several places along the road system. Prior 
to this project there was high potential for additional 
failures in the road prism and downslope. 

This project involved deactivating a portion of the 
road system. It was done to improve the road prism 
and downslope stability, and to return subsurface and 
surface runoff to pre-road conditions.  

FIA Investment Schedule Number and Project 
Number 

COTFL466208 
Project No. 6208004a (works) 
& 6208004b (supervision) 
 

Recipient Name and Division/ MoF District/ MoF 
Region 

TFL Forest Ltd.   
Honeymoon Bay Division Operations   
South Island District, Vancouver Region 
 
Author(s) of the Project Completion Abstract 

Mr. Ken Hughes-Adams, M.Eng., P.Eng. 
Madrone Environmental Services Ltd. 
1081 Canada Ave 
DUNCAN BC V9L1V2 
(250) 746-5545 
info@madrone.ca 
 
Name of Watershed / Sub-basin, & Location 

San Juan River Basin, Sub-basin Hemmingsen Creek 
Access to the site is via the Hemmingsen Main, then 
onto the Hemmingsen 2000 Road system. 
Lat N48o 38.5' Long E124o 16.5’ 
 
Introduction 

The Hemmingsen 2000 road system is located on 
west-aspect mid-slopes above Hemmingsen Creek. 
Area sediment is comprised of a sandy, silty till with 
localized rubbly colluvium from debris torrents and 
debris flows. Along the road system, the tills are 
present generally as mantles and blankets.  

This road system is estimated to be +40 years old. 
Because of the cut and fill dozer construction, used at 

the time, a number of natural and logging-related 
landslides had occurred along the road. Several 
wooden culverts were in imminent danger of 
collapse, with potential debris flows resulting. The 
objective of this deactivation work was to return 
subsurface and surface runoff to its original pattern, 
and to stabilize the road prisms.  

Description of Completed Work 

The distal 3023 m of Hem2000 was deactivated, as 
was all of Hem2001, Hem2002, Hem2003, and 
Hem2004. The total road deactivation distance was 
4420 m. Works commenced October 2, 2003 and 
were completed on November 20, 2003 (except for 
minor manual works that were completed in January 
2004). The project specifications called for all of 
Hem2000 to be deactivated, but approximately 700m 
at the proximal end was not deactivated at the request 
of TFL Forest Ltd., who intend to reopen the road for 
logging. 

The proposed road deactivation level was 
designated as permanent. Existing culverts 
were removed and replaced with cross-
ditches, and additional cross-ditches were 
constructed as necessary. All cross-ditches 
were armoured. On some road segments, 
sidecast fills were recovered and placed on 
the running surface or endhauled to stable 
locations. 
 
 


